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(54) TiUe: PALLETIZING DEVICE 

(54) Bezeichnung: VORRICHTUNG ZUM PALETTIEREN 




QO 

in 

^? (57) Abstract: The invention relates to a device (1) for palletizing items (2) which comprises a bufifer device (9) and a conveyor 
pathway (8) along which a transfer device (4) for compiling a layer and a pallet loader (7) are arranged. In order to provide the device 
(1) with an effective buffer in a constructively simple manner, the items are optionally supplied to the conveyor pathway (8) and the 

O buffer by the transfer device (4) and are optionally unloaded by the pallet loader (7). 

[Fortsetzung auf der ndchsten Seite] 
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VeroffentUcht: 
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Zur Erkldrung der Zweibuchstaben-Codes und der anderen Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder reguldren Ausgabe der 
PCT'Gazette verwiesen. 



(57) Zusammenfassung: Es wird eine Vorrichtung (1) zum Palettieren von Gegenstanden (2) beschrieben, die eine Puffereinrich- 
tung (9) und eine FSrderstrecke (8) enthalt, an der ein Umsetzer (4) zum Zusammenstellen einer Lage und ein Palettenbelader (7) 
angeordnet sind. Um die Vorrichtung (1) auf konstruktiv einfache Weise mit einer wirksamen Pufferung auszustatten, wird vor- 
geschlagen, die Fdrderstrecke (8) und den Puffer (9) wahlweise durch den Umsetzer (4) zu beschicken und wah]weise durch den 
Palettenbelader (7) zu entladen. 



